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Technical Data
Submersible Pump - A8X 160 CR 75/3

Gol Pumps Technology Inc. - 6520 NW 77th CT Miami, FL 33166  United States - Tel. (+1)786 615 8984 - Fax (+1)786 615 7043 - www.golpumps.us - Modification without advise!

Dimensions:

Project ID Created by

LP LM L φP
NPT 6" 8" 39.3 53.1 92.4 8.9

Outlet Motor Dia. Dimensions (inch)

Brand: Gol Pumps
Model: A8X 160 CR 75/3

Pump Motor Pump + Motor

Length (Ft) Ø (mm²)
11.5 (1x16)x3

Weight (lb)

Cable

103.4 426.8 530.2

https://www.golpumps.us/
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Performance Curves
Submersible Pump - A8X 160 CR 75/3

Gol Pumps Technology Inc. - 6520 NW 77th CT Miami, FL 33166  United States - Tel. (+1)786 615 8984 - Fax (+1)786 615 7043 - www.golpumps.us - Modification without advise!

Gal/min 0 220 572 660 748 837 925 1013 1101
kW HP

A8X 160 CR 75/3 3 55 75

Stages
Motor

312 292 269 240 203 157

Pump
Model

Q Capacity 3500RPM

Head in 
Feet

436 404 328
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Part List and Materials
Submersible Pump - A8X 160 CR 75/3

Gol Pumps Technology Inc. - 6520 NW 77th CT Miami, FL 33166  United States - Tel. (+1)786 615 8984 - Fax (+1)786 615 7043 - www.golpumps.us - Modification without advise!

No. Part Name Materials 

1 Suction Case Stainless Steel (AISI 304L) 

2 Strainer Stainless Steel (AISI 304L) 

3 Suction Case 
Wear Ring Rubber 

4 Pump Shaft Stainless Steel (AISI 431) 

5 Collet Stainless Steel (AISI 304) 

6 Impeller Wear Ring Stainless Steel (AISI 304L) 

7 Impeller Stainless Steel (AISI 304L) 

8 Stop Ring Bronze (ASTM B145-4A) 

9 Diffuser Stainless Steel (AISI 304L) 

10 Diffuser Wear Ring Rubber 

11 Nut for Collet Stainless Steel (AISI 304L) 

12 Bearing Rubber 

13 Upper Bearing Bronze (ASTM B145-4A) 

14 Discharge Case Stainless Steel (AISI 304L) 

14.1 Discharge Case Body Stainless Steel (AISI 304L) 

14.2 Valve Cup Spring Stainless Steel (AISI 304L) 

14.3 Valve Cup Guide Stainless Steel (AISI 304L) 

14.4 Valve Cup Stainless Steel (AISI 304L) 

14.5 Upper Valve Cup 
Seat Retainer Stainless Steel (AISI 304L) 

14.6 Valve Cup Seat Rubber 

14.7 Lower Valve Cup 
Seat Retainer Stainless Steel (AISI 304L) 

15 Coupling Stainless Steel (AISI 431) 

16 Tie Rod Stainless Steel (AISI 304L) 

17 Cable Guard Stainless Steel (AISI 304L) 

18 Tie Rod Stud Stainless Steel (AISI 316) 

19 Tie Rod Nut Stainless Steel (AISI 304L) 

20 Name Plate Stainless Steel (AISI 304L) 

No. Part Name Materials 

kW HP V PH A A 2/4 3/4 4/4 2/4 3/4 4/4 N

8F75 55 75 460 Three 94 376 85.9 88.1 86.7 0.74 0.82 0.85 3490 60000

PMAX Voltage Phase IN IA ɳ (Eff.) % cosφ (PF)
RPM

ThrustMotor 
Model
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